§63.2342

part of an affected source under an-
other 40 CFR part 63 national emission
standards for hazardous air pollutants
regulation (NESHAP).

(2) Equipment leak components asso-
ciated with pipelines that transfer or-
ganic liquids directly to or from stor-
age tanks subject to another 40 CFR
part 63 NESHAP or to or from non-
tank process unit components (e.g.,
process reactors).

(3) Non-permanent storage tanks,
transfer racks, and equipment leak
components used in special situation
distribution loading and unloading op-
erations (such as maintenance or upset
liquids management).

(4) Storage tanks, transfer racks, and
equipment leak components used to
conduct maintenance activities, such
as stormwater management, liquid re-
moval from tanks for inspections and
maintenance, or changeovers to a dif-
ferent liquid stored in a storage tank.

(d) An affected source is a new af-
fected source if you commenced con-
struction of the affected source after
April 2, 2002, and you meet the applica-
bility criteria in §63.2334 at the time
you commenced operation.

(e) An affected source is recon-
structed if you meet the criteria for re-
construction as defined in §63.2.

(f) An affected source is existing if it
is not new or reconstructed.

§63.2342 When do I have to comply
with this subpart?

(@) If you have a new or recon-
structed affected source, you must
comply with this subpart according to
the schedule identified in paragraph
(a)(1) or (2) of this section, as applica-
ble.

(1)(i) Except as provided in paragraph
(@)(1)(i1) of this section, if you startup
your new affected source on or before
February 3, 2004 or if you reconstruct
your affected source on or before Feb-
ruary 3, 2004, you must comply with
the emission limitations, operating
limits, and work practice standards for
new and reconstructed sources in this
subpart no later than February 3, 2004.

(ii) For any emission source listed in
paragraph §63.2338(b) at an affected
source that commenced construction
or reconstruction after April 2, 2002,
but before February 3, 2004, that is re-
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quired to be controlled based on the ap-
plicability criteria in this subpart, but:

(A) Would not have been required to
be controlled based on the applicability
criteria as proposed for this subpart,
you must comply with the emission
limitations, operating limits, and work
practice standards for each such emis-
sion source based on the schedule found
in paragraph (b) of this section or at
startup, whichever is later; or

(B) Would have been subject to a less
stringent degree of control require-
ment as proposed for this subpart, you
must comply with the emission limita-
tions, operating limits, and work prac-
tice standards in this subpart for each
such emission source based on the
schedule found in paragraph (b) of this
section or at startup, whichever is
later, and if you start up your affected
new or reconstructed source before
February 5, 2007, you must comply with
the emission Ilimitations, operating
limits, and work practice standards for
each such emission source as proposed
for this subpart, until you are required
to comply with the emission limita-
tions, operating limits, and work prac-
tice standards in this subpart for each
such emission source based on the
schedule found in paragraph (b) of this
section.

(2) If you commence construction of
or reconstruct your affected source
after February 3, 2004, you must com-
ply with the emission limitations, op-
erating limits, and work practice
standards for new and reconstructed
sources in this subpart upon startup of
your affected source.

(b)(1) If you have an existing affected
source, you must comply with the
emission limitations, operating limits,
and work practice standards for exist-
ing affected sources no later than Feb-
ruary 5, 2007, except as provided in
paragraph (b)(2) of this section.

(2) Floating roof storage tanks at ex-
isting affected sources must be in com-
pliance with the work practice stand-
ards in Table 4 to this subpart, item 1,
at all times after the next degassing
and cleaning activity or within 10
years after February 3, 2004, whichever
occurs first. If the first degassing and
cleaning activity occurs during the 3
years following February 3, 2004, the
compliance date is February 5, 2007.
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(c) If you have an area source that
does not commence reconstruction but
increases its emissions or its potential
to emit such that it becomes a major
source of HAP emissions and an exist-
ing affected source subject to this sub-
part, you must be in compliance by 3
years after the area source becomes a
major source.

(d) You must meet the notification
requirements in §63.2382(a) according
to the schedules in §63.2382(a) and (b)(1)
through (3) and in subpart A of this
part. Some of these notifications must
be submitted before the compliance
dates for the emission limitations, op-
erating limits, and work practice
standards in this subpart.

EMISSION LIMITATIONS, OPERATING
LIMITS, AND WORK PRACTICE STANDARDS

§63.2346 What emission limitations,
operating limits, and work practice
standards must I meet?

(a) Storage tanks. For each storage
tank storing organic liquids that meets
the tank capacity and liquid vapor
pressure criteria for control in Table 2
to this subpart, items 1 through 5, you
must comply with paragraph (a)(1), (2),
or (3) of this section. For each storage
tank storing organic liquids that meets
the tank capacity and liquid vapor
pressure criteria for control in Table 2
to this subpart, item 6, you must com-
ply with paragraph (a)(1) of this sec-
tion.

(1) Meet the emission limits specified
in Table 2 to this subpart and comply
with the applicable requirements speci-
fied in 40 CFR part 63, subpart SS, for
meeting emission limits, except sub-
stitute the term “storage tank” at each
occurrence of the term “storage vessel”
in subpart SS.

(2) Route emissions to fuel gas sys-
tems or back into the process as speci-
fied in 40 CFR part 63, subpart SS.

(3) Comply with 40 CFR part 63, sub-
part WW (control level 2).

(b) Transfer racks. For each transfer
rack that meets the facility-level or-
ganic liquid loading volume and trans-
fer rack organic HAP content criteria
for control in Table 2 to this subpart,
items 7 through 9, you must comply
with paragraph (b)(1), (2), or (3) of this
section.

§63.2346

(1) Meet the emission limits specified
in Table 2 to this subpart and comply
with the applicable requirements for
transfer racks specified in 40 CFR part
63, subpart SS, for meeting emission
limits.

(2) Route emissions to fuel gas sys-
tems or back into the process as speci-
fied in 40 CFR part 63, subpart SS.

(3) Use a vapor balancing system that
routes organic HAP vapors displaced
from the loading of organic liquids into
transport vehicles to the appropriate
storage tank.

(c) Equipment leak components. For
each pump, valve, and sampling con-
nection that operates in organic liquids
service for at least 300 hours per year,
you must comply with the applicable
requirements under 40 CFR part 63,
subpart TT (control level 1), subpart
UU (control level 2), or subpart H.
Pumps, valves, and sampling connec-
tors that are insulated to provide pro-
tection against persistent sub-freezing
temperatures are subject to the “dif-
ficult to monitor” provisions in the ap-
plicable subpart selected by the owner
or operator. This paragraph only ap-
plies if the affected source has at least
one storage tank or transfer rack that
meets the applicability criteria for
control in Table 2 to this subpart.

(d) Transport vehicles. For each trans-
port vehicle equipped with vapor col-
lection equipment, you must comply
with paragraph (d)(1) of this section.
For each transport vehicle without
vapor collection equipment, you must
comply with paragraph (d)(2) of this
section.

(1) Follow the steps Iin 40 CFR
60.502(e) to ensure that organic liquids
are loaded only into vapor-tight trans-
port vehicles and comply with the pro-
visions in 40 CFR 60.502(f) through (i),
except substitute the term “transport
vehicle” at each occurrence of the term
“tank truck” or “gasoline tank truck”
in those paragraphs.

(2) Ensure that organic liquids are
loaded only into transport vehicles
that have a current certification in ac-
cordance with the U.S. Department of
Transportation (DOT) pressure test re-
quirements in 49 CFR part 180 for cargo
tanks or 49 CFR 173.31 for tank cars.

(e) Operating limits. For each high
throughput transfer rack, you must
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